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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1-18. (Cancelled) 

19. (Currently Amended) A method , in a telecommunications network. 
of [[for]] providing multimedia information associated with a calling party term i nal to a 
called party terminal or for provid i ng mu l t i modia information assoc i atod with tho callod 
party t e rminal to th e a calling party terminal, the method, performed by a core network 
node, comprising the steps of: 

retrieving subscriber data of the called party, wherein the subscriber data 
comprises a demand for presenting the multimedia information; 

receiving in the core network node a call set up message comprising an 
identification of the called party, 

recognizingi according to the subscriber data and the received identification of 
the called party A the demand for providing the multimedia information, and 

sending a network address or Universal Resource Locator (URL) to the calling 
cal l od party terminal for retrieving the multimedia information. 

20. (Cancelled) 

21 . (Currently Amended) The method according to claim 19 for providing 
multimedia information associated with a called party to a calling party's terminal 
accord i ng to claim 19 , wherein the subscriber data is related to an IN subscription or a 
CAMEL subscription of the called party. 

22. (Currently Amended) The method according to claim 19. for 
providing multimedia information according to c l aim 10 wherein the call set up message 
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is appropriate for setting up a circuit switched call and the multimedia information is 
provided using a packet switched connection. 

23. (Currently Amended) A core network node (CNN) jn a 

telecommunications network for providing multimedia information associated with a 
ca ll ing party tormina l to a called party terminal or for providing mu l t i modia information 
associatod with tho ca ll od party terminal to tho a calling party terminal, the core network 
node (CNN) comprising 

means for storing or providing access to subscriber data of the a called ca ll ing 
party, the subscriber data comprising an indication for a demand for presenting the 
multimedia information, 

an interface for sending messages, 

an interface for receiving messages, and 

a processing system for processing said messages, the processing system being 
adapted to: 

process a received call set up message comprising an identification of the 
called party . 

recognize A according to received identification of the called party, the 
demand for providing the multimedia information, and 

send x to the calling party terminal, a network address to th e ca lle d p a rty 
tormina l or Universal Resource Locator (URL) for retrieving the multimedia 
information. 

24. (Cancelled) 

25. (Previously Presented) The core network node according to claim 23 
for providing multimedia information associated with a called party to a calling party's 
terminal or for providing mu l t i mod i a i nformat i on assoc i atod accord i ng to claim 23 , 
wherein the subscriber data is related to an IN subscription or a CAMEL subscription of 
the called party. 
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26. (Currently Amended) The core network node according to claim 23 
for providing multimedia information associated with a called party to a calling party's 
terminal or for providing mu l timodia i nformation assoc i atod with a calling party to a 
cal l od party's torminal accord i ng to c l aim 23 wherein the call set up message is 
appropriate for setting up a circuit switched call and the processing system is adapted to 
providing the multimedia information using a packet switched connection. 

27. (Currently Amended) A method , in a core network node of a 
telecommunications network, for providing multimedia information associated with a 
called party terminal call i ng party torminal to a ca l lod party tormina l or for providing 
mu l t i m e d i a information associatod w i th th e cal le d party t e rm i nal to the to a calling party 
terminal, the method comprising the steps of: 

retrieving subscriber data of the called party terminal, wherein the subscriber 
data comprises a demand for presenting the multimedia information; 

receiving in the core network node a call set up message comprising an 
identification of the called party terminal, 

recognizing, according to the subscriber data and the received identification of 
the called party terminal, the demand for providing the multimedia information, and 

dotorm i ning whothor tho cal l od party terminal or the colling party tormina l is 
capable of ponding i ncapablo of providing tho multimodia information;and 

sending a network address or Universal Resource Locator (URL) to the calling 
party terminal for retrieving the multimedia information. 

28. (New) A method, in a core network node of a telecommunications 
network, for providing multimedia information associated with a called party terminal to 
a calling party terminal, the method comprising the steps of: 

retrieving subscriber data of the called party terminal, wherein the subscriber 
data comprises a demand for presenting the multimedia information; 
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receiving in the core network node a call set up message comprising an 
identification of the called party terminal, 

recognizing, according to the subscriber data and the received identification of 
the called party terminal, the demand for providing the multimedia information, and 

if the called party terminal is not able to send the multimedia information, sending 
a network address or Universal Resource Locator (URL) to the calling party terminal for 
retrieving the multimedia information. 
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